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(57) ABSTRACT

A drive shaft protection apparatus may include a Revolutions
Per Minute RPM) detection device configured to detect an
RPM of an engine and of a turbine, a gear-shifting detection
device configured to detect a lever position of a transmission,
a steering-angle detection device configured to detect a steer-
ing angle, an accelerator pedal position detection device con-
figured to detect a displacement of an accelerator pedal, an
engine-torque detection device configured to detect an engine
torque of a vehicle, a loss-torque detection device configured
to detect loss torque of the vehicle, and a controller config-
ured to change a limit torque based on a bending angle of a
drive shaft upon receiving the steering angle, and variably
perform engine torque reduction control in a manner that
torque applied to the drive shaft does not exceed the limit
torque in response to output signals of the respective detec-
tion device.

10 Claims, 3 Drawing Sheets

100~  HPW DETECTION DEVICE

o CEAR-SHIFTING
vt DETECTION DEVICE

1o STEER T NG-ANGLE
e DETECTION DEVICE

201 FUEL TNJECTTON | g
) DEV i CE ?
e -
"""""""""" TICONTROLLER IGNITION DEVICE b-—302

103 ACCELERATOR PEDAL ool -

PGS TION DETECTION DEVICE

104 ENG INE-TORGUE
' DETECT{ON DEVICE

COSSTORALE

THROTTLE DEVICE b 503

DETECTION DEVICE




US 9,423,023 B2

LU

F21A30 NOTLD31LEd
UL -5507

GO

A21A40 NOTL3ALEd
001 3N TONS

-—401

Sheet 1 of 3

&

I1A3T T1LLOWHL

431AZG NO1TLO3Lad NOTLISGd
Tvdad g0lvda1400Y

801

A3AZ0 NOTLIND| = dATI0ELINGD

A48 sihé

eIV E I GINREIE 201

Aug. 23, 2016

w TIONY-ONHIALS “
EE
NOLLOFNT T30 102

U.S. Patent

ACTALG NOT L2414

FIAFA NOTLOZLAC WA 001




U.S. Patent Aug. 23,2016 Sheet 2 of 3 US 9,423,023 B2

s
o RCGE ERATOR 0PE1 WG S N
S EREDETERNHED VALLE o™

SR S R e 0
RECE VNG THE STEER NG ANOLE

SETECT GEAR phT;v i ClRgET
TRAKGISS IO (1, 2 - R 87
JETECY FINAL G Tro |
LATE TORGUE AWPLIE]
56

- REGEIVING THE
HPM ﬁhh THE TURBINE RP

!

DETECT LOSS TORQUE ~— 50

REBFORM ENGINE CORPOBATION CONTROL
IN CONSIDERATION OF GFAR RQT O ATV Yy
“GR. TOROUE AMPLIFICATIO : NOFMAL CONTROLE~- 813
AND LOSS TORQUE SC 7 NG?NE
TORQUE DOES NOT EXCEED
THE LIMIT TORQGUE




US 9,423,023 B2

Sheet 3 of 3

Aug. 23, 2016

U.S. Patent

(5]
e
Li.

03
[ap)
<
[as)
(]
(e}
QN
o
-
(]
.
[4p]
]
[aV]

/ D190 AOYETT HOd
/ | CELSI03Y NO1ona

m.im OONIREZLS 3HL L
TNV ONTHIALS T

. LNRORY K01 LONaTY M
S ooy AHOL G3LSAN0I L R |
., w3

"

o
L]
b

ﬁ«m T QEACHdRI
SHE0T ADYDI

5y m NOTLONGEY 3N0HCL —ooe
(4598 NOTLONGAY 3n0HCL ~——

—
e
e



US 9,423,023 B2

1
APPARATUS AND METHOD FOR
PROTECTING DRIVE SHAFT

CROSS-REFERENCE TO RELATED
APPLICATION

The present application claims priority to Korean patent
application No. 10-2014-0178538 filed Dec. 11, 2014, the
entire contents of which is incorporated herein for all pur-
poses by this reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

Various aspects of the present invention relate to an appa-
ratus and method for protecting a drive shaft of a vehicle, and
more particularly to a technology for variably reducing
engine torque in consideration of a steering angle so as to
employ maximum torque optimized for drive shaft character-
istics.

2. Description of Related Art

Generally, a steering wheel, a steering gear box, a step bar,
a knuckle, a lower arm, and wheels are mounted on a chassis
device through a connection device. A drive shaft, which is
connected with a bendable joint to transfer output signals of
an engine and a transmission, interlocks with the transmission
and the chassis device.

The drive shaft is a device for transferring power generated
from a powertrain to wheels, joints are respectively provided
atatransmission and wheels, and a ball joint is mounted to the
wheels so that power transmission can be achieved by reflect-
ing a bending angle for steering into the wheels.

As a result, when the drive shaft is broken or damaged, it is
impossible to transmit driving force to wheels, so that a pow-
ertrain may be broken or damaged.

In case of using a conventional vehicle, under the condition
that areverse gear is selected, if a steering angle is higher than
a predetermined steering angle or if an engine Revolutions
Per Minute (RPM) is higher than a predetermined RPM, the
conventional vehicle is designed to reduce engine torque
using the predetermined values.

However, the conventional vehicle is designed to uni-
formly reduce torque on the basis of a specific condition
having the highest steering angle. Therefore, much more
torque is reduced than necessary reference torque until pro-
tection logic is released. Therefore, if insufficient torque
occurs in an uphill (ascent) parking condition of the reverse
(R)-gear mode, vehicle gradability may be deteriorated, i.e., a
vehicle may fail to park on the uphill road at the R-gear mode.

In addition, the conventional vehicle does not have torque
calculation logics. Thus, although vehicles have the same
model and the same engine, if the vehicles have different gear
ratios, the vehicles must be re-tested to reconfigure the
amount of engine torque reduction, so that serious losses may
occur during production task.

The information disclosed in this Background ofthe Inven-
tion section is only for enhancement of understanding of the
general background of the invention and should not be taken
as an acknowledgement or any form of suggestion that this
information forms the prior art already known to a person
skilled in the art.

BRIEF SUMMARY

Various aspects of the present invention are directed to
providing an apparatus and method for protecting a drive
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shaft that substantially obviate one or more problems due to
limitations and disadvantages of the related art.

Various aspects of the present invention are additionally
directed to providing a technology for variably reducing an
engine torque in consideration of a steering angle, so that the
technology can use maximum torque optimized for drive
shaft characteristics within a threshold torque (limit torque)
applied to a drive shaft.

According to various aspects of the present invention, a
drive shaft protection apparatus may include a Revolutions
Per Minute (RPM) detection device configured to detect an
RPM of an engine and of a turbine, a gear-shifting detection
device configured to detect a lever position of a transmission,
a steering-angle detection device configured to detect a steer-
ing angle, an accelerator pedal position detection device con-
figured to detect a displacement of an accelerator pedal, an
engine-torque detection device configured to detect an engine
torque of a vehicle, a loss-torque detection device configured
to detect loss torque of the vehicle, and a controller config-
ured to change a limit torque based on a bending angle of a
drive shaft upon receiving the steering angle, and variably
perform engine torque reduction control in a manner that
torque applied to the drive shaft does not exceed the limit
torque in response to output signals of the respective detec-
tion devices.

The controller, under a condition that an output signal of
the gear-shifting detection device indicates a drive (D)-gear
position or a reverse (R)-gear position, may be configured to
perform variable engine torque reduction control when the
RPM received from the RPM detection device, the steering
angle received from the steering-angle detection device, the
accelerator pedal position received from the accelerator pedal
position detection device, and the engine torque received
from the engine-torque detection device are higher than
respective reference values.

The controller may be configured to detect a transmission
gear ratio received from the gear-shifting detection device
and a final gear ratio (FGR).

The controller may be configured to determine a torque
amplification rate by detecting the engine RPM and the tur-
bine RPM.

The controller may be configured to perform the engine
torque reduction control in response to at least one detection
signal of a gear ratio, a final gear ratio (FGR), and a loss
torque.

According to various aspects of the present invention, a
drive shaft protection method may include detecting, by a
controller, a Revolutions Per Minute (RPM) of an engine and
turbine, detecting, by the controller, a lever position of a
transmission, detecting, by the controller, a steering angle,
detecting, by the controller, a displacement of an accelerator
pedal, determining, by the controller, a limit torque based on
a bending angle of a drive shaft, as a variable value, in con-
sideration of the steering angle, determining, by the control-
ler, whether the engine torque is higher than the limit torque
by detecting an engine torque of a vehicle, detecting, by the
controller, a loss torque of the vehicle, and variably perform-
ing, by the controller, engine torque reduction control in a
manner that torque applied to the drive shaft does not exceed
the limit torque in response to the respective detection signals.

The drive shaft protection method may further include
under a condition that the transmission is at a drive (D)-gear
position or a reverse (R)-gear position, performing, by the
controller, the engine torque reduction control when the
RPM, the steering angle, the accelerator pedal position, and
the engine torque are higher than respective reference values.
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The detecting of the lever position of the transmission may
include detecting a gear ratio of the transmission and a final
gear ratio (FGR).

The detecting of the engine and the turbine RPM may
include determining a torque amplification rate by detecting
the engine RPM and the turbine RPM.

The performing of the engine torque reduction control may
include variably performing the engine torque reduction con-
trol in response to at least one detection signal of a gear ratio,
a final gear ratio (FGR), and a loss torque.

It is understood that the term “vehicle” or “vehicular” or
other similar terms as used herein is inclusive of motor
vehicles in general such as passenger automobiles including
sports utility vehicles (SUV), buses, trucks, various commer-
cial vehicles, watercraft including a variety of boats and
ships, aircraft, and the like, and includes hybrid vehicles,
electric vehicles, plug-in hybrid electric vehicles, hydrogen-
powered vehicles and other alternative fuel vehicles (e.g., fuel
derived from resources other than petroleum). As referred to
herein, a hybrid vehicle is a vehicle that has two or more
sources of power, for example, both gasoline-powered and
electric-powered vehicles.

The methods and apparatuses of the present invention have
other features and advantages which will be apparent from or
are set forth in more detail in the accompanying drawings,
which are incorporated herein, and the following Detailed
Description, which together serve to explain certain prin-
ciples of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating an exemplary drive
shaft protection apparatus according to the present invention.

FIG. 2 is a flowchart illustrating an exemplary drive shaft
protection method according to the present invention.

FIG. 3 is a graph illustrating actual vehicle data of the drive
shaft protection apparatus according to the present invention.

It should be understood that the appended drawings are not
necessarily to scale, presenting a somewhat simplified repre-
sentation of various features illustrative of the basic prin-
ciples of the invention. The specific design features of the
present invention as disclosed herein, including, for example,
specific dimensions, orientations, locations, and shapes will
be determined in part by the particular intended application
and use environment.

DETAILED DESCRIPTION

Reference will now be made in detail to various embodi-
ments of the present invention(s), examples of which are
illustrated in the accompanying drawings and described
below. While the invention(s) will be described in conjunc-
tion with exemplary embodiments, it will be understood that
the present description is not intended to limit the invention(s)
to those exemplary embodiments. On the contrary, the inven-
tion(s) is/are intended to cover not only the exemplary
embodiments, but also various alternatives, modifications,
equivalents and other embodiments, which may be included
within the spirit and scope of the invention as defined by the
appended claims.

FIG. 1 is a block diagram illustrating a drive shaft protec-
tion apparatus according to various embodiments of the
present invention.

Referring to FIG. 1, the drive shaft protection apparatus
according to various embodiments of the present invention
may include a revolutions per minute (RPM) detection device
100, a gear-shifting detection device 101, a steering-angle
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detection device 102, an accelerator pedal position detection
device 103, an engine-torque detection device 104, a loss-
torque detection device 105, a controller 201, a fuel-injection
device 301, an ignition device 302 and throttle device 303.

In this case, the rotation-speed detection device 100 may
detect revolutions per minute (RPM) of an engine or turbine,
and may output the detected RPM to the controller 201.

The gear-shifting detection device 101 may detect a gear
selected by a driver who holds a shift lever, and provide
information regarding the selected gear to the controller 201.
Here, an inhibitor switch connected to the shift lever through
a cable may be applied to the gear-shifting detection device
101.

The steering-angle detection device 102 may detect a steer-
ing angle of'the steering wheel, convert information regarding
the detected steering angle into an electrical signal, and out-
put the electrical signal to the controller 201.

In addition, the accelerator pedal position detection device
103 may detect a displacement of an accelerator pedal oper-
ated by a vehicle driver, convert information regarding the
detected displacement into an electrical signal, and output the
electrical signal to the controller 201.

In addition, the engine-torque detection device 104 may
detect drive torque of a vehicle engine, and output the
detected drive torque to the controller 201. The loss-torque
detection device 105 may detect loss torque of a vehicle, and
output the detected loss torque to the controller 201.

In addition, the controller 201 may variably perform
engine torque reduction control, upon receiving various sig-
nals from the RPM detection device 100, the gear-shifting
detection device 101, the steering-angle detection device 102,
the accelerator pedal position detection device 103, the
engine-torque detection device 104, and the loss-torque
detection device 105.

For example, the controller 201 may determine whether the
RPM of the engine or turbine is higher than a predetermined
RPM. The controller 201 may determine whether information
regarding the shift-lever position received from the gear-
shifting detection device 101 is a parking position (P-gear) or
a neutral position (N-gear).

In addition, the controller 201 may determine whether the
steering angle information received from the steering-angle
detection device 102 is higher than a predetermined angle.
The controller 201 may determine whether the accelerator-
pedal position information received from the accelerator
pedal position detection device 103 is greater than a prede-
termined displacement value.

The controller 201 may determine whether the engine
torque value detected by the engine-torque detection device
104 is higher than a predetermined torque value. The control-
ler 201 may determine whether the loss torque detected by the
loss-torque detection device 105 is higher than a predeter-
mined limit torque.

If the above-mentioned decision values are higher than a
reference value, the controller 201 may calculate a limit
torque (i.e., threshold torque) on the basis of the bending
angle of a drive shaft in response to a state of the steering
angle. The controller 201 may detect a gear ratio of a current
transmission and a final gear ratio (FGR) in response to gear
shift information received from the gear-shifting detection
device 101.

The controller 201 may receive an engine RPM and a
turbine RPM from the RPM detection device 100, and thus
calculate a torque amplification rate on the basis of the
received RPM information.

The controller 201 calculates a limit engine torque at which
torque applied to the drive shaft does not exceed a limit value,



US 9,423,023 B2

5

and performs torque reduction control using the limit engine
torque. In this case, the controller 201 may perform engine
corporation control in consideration of a gear ratio of a trans-
mission, a final gear ratio, and torque amplification rate, and
loss torque in such a manner that torque applied to the drive
shaft does not exceed the limit torque.

On the other hand, the controller 201 may determine
whether the RPM detected by the RPM detection device 100
is equal to or lower than a predetermined RPM, may deter-
mine whether the transmission lever-position information
received from the gear-shifting detection device 101 is at a
park position (P-gear) or a neutral position (N-gear), or may
determine whether the steering angle information received
from the steering-angle detection device 102 is equal to or
less than a predetermined angle.

The controller 201 receives a displacement of the accelera-
tor pedal from the accelerator pedal position detection device
103. If the received displacement of the accelerator pedal is
equal to or less than a reference value, or if engine torque
detected by the engine-torque detection device 104 is equal to
or less than a limit torque, the controller 201 may release the
engine torque reduction control.

For example, the controller 201 may calculate the limit
engine torque using the following equation 1.

Limit engine torque = [Equation 1]

drive — shaft limit torque variable

(final gear ratio) X (current shift gear ratio) X B

(torque amplificationrate of torque converter)

loss torque

In Equation 1, the drive-shaft limit torque variable may be
changed according to a steering angle of the steering wheel.

In addition, the fuel injection device 301 may adjust the
amount of fuel injected into a combustion chamber upon
receiving a control signal from the controller 201, resulting in
engine torque reduction.

The ignition device 302 may adjust an ignition time upon
receiving a control signal from the controller 201, resulting in
engine torque reduction. The throttle device 303 may adjust a
throttle valve-opening.

FIG. 2 is a flowchart illustrating a drive shaft protection
method according to an embodiment of the present invention.
A method for controlling the drive shaft protection apparatus
according to various embodiments of the present invention
will hereinafter be described with reference to FIG. 2.

Referring to FIG. 2, during vehicle traveling, the controller
201 may determine whether the engine or turbine RPM
received from the RPM detection device 100 is higher than a
predetermined RPM in step S1.

Thereafter, if the RPM is higher than the predetermined
RPM, the controller 201 detects transmission lever-position
information received from the gear-shifting detection device
101, and determines whether the detected lever position is a
parking or neutral position in step S2. In this case, the con-
troller 201 may perform normal control when the lever posi-
tion of the transmission is a parking position (P-gear) or a
neutral position (N-gear), and then detect whether the lever
position is a drive-gear (D-gear) position or a reverse gear
(R-gear) position.

Thereafter, if a transmission is at the D-gear position or
R-gear position in step S2, the controller 201 may detect
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whether steering angle information received from the steering
angle detection device 102 is higher than a predetermined
angle in step S3.

Subsequently, if the steering angle is higher than the pre-
determined angle in step S3, the controller 201 may detect the
accelerator pedal displacement received from the accelerator
pedal position detection device 103 in step S4. That is, the
controller 201 may determine whether the opening degree of
the accelerator pedal is greater than a predetermined refer-
ence value.

If the opening degree of the accelerator pedal is greater
than the predetermined reference value in step S4, the con-
troller 201 receives the steering angle information from the
steering-angle detection device 102, and thus calculates a
limit torque on the basis of the bending angle of the drive shaft
in step S5.

Thereafter, in step S6, the controller 201 may determine
whether engine torque detected by the engine-torque detec-
tion device 104 is higher than a limit torque calculated in step
Ss.

After that, the controller 201 may detect a gear ratio of a
current transmission and a final gear ratio (FGR) in response
to gear shift information received from the gear-shifting
detection device 101.

The controller 201 may detect a gear ratio of a current
transmission and the FGR in response to the gear shift infor-
mation received from the gear-shifting detection device 101
in step S7.

The controller 201 may calculate a torque amplification
rate in response to the engine or turbine RPM received from
the RPM detection device 100 in step S8. The controller 201
may detect loss torque received from the loss-torque detec-
tion device 105 in step S9.

Thereafter, the controller 201 may calculate the limit
engine torque in consideration of a limit torque variable of the
drive shaft, a gear ratio, a final gear ratio (FGR), a torque
amplification rate, and loss torque in such a manner that
torque applied to the drive shaft does not exceed the limit
torque in step S10.

The controller 201 may determine whether torque applied
to the drive shaft does not exceed the limit torque. If the
engine torque does not exceed the limit torque, the controller
201 performs torque reduction control using the fuel injection
device 301 and the ignition device 302 so that current engine
torque tracks the calculated limit engine torque.

Thatis, if torque applied to the drive shaft exceeds the limit
torque, the controller 201 may reduce the engine torque. The
controller 201 performs torque reduction control in response
to the steering angle of a vehicle. If impact is applied to the
drive shaft, the controller 201 reduces the engine torque so
that it can prevent the drive shaft from being damaged.

If the engine or turbine RPM is less than a predetermined
RPM in step S1, if the lever position is at a park position
(P-gear) or a neutral position (N-gear) in step S2, if the
steering angle is less than a predetermined angle in step S3, if
the accelerator opening is less than a reference value in step
S4, or if the engine torque is less than the limit torque, the
controller 201 releases engine torque reduction control and
then performs normal control in step S11.

FIG. 3 is a graph illustrating vehicle data of the drive shaft
protection apparatus according to various embodiments of
the present invention.

Referring to FIG. 3, the drive shaft protection apparatus
according to various embodiments receives the steering
angle, and configures the limit torque value of the drive shaft
in response to the bending angle of the drive shaft. The engine
torque reduction control is variably executed in response to
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the configured limit torque value, so that the drive shaft pro-
tection apparatus can use maximum torque optimized for
drive shaft characteristics.

The above-mentioned embodiments can directly use a
maximum torque setting value in response to the steering
angle. As a result, when the torque reduction value setting is
performed, there is no need to repeatedly test a vehicle includ-
ing the drive shaft protection apparatus in various conditions
(e.g., D-gear condition, R-gear condition, each sales area).

That is, the various embodiments can consider a safety
factor only using breaking torque input and can also imple-
ment front loading through initial prearranged planning. In
addition, the drive shaft is downsized so that production costs
of the vehicle can be greatly reduced.

As is apparent from the above description, the apparatus
and method for protecting a drive shaft of a vehicle according
to the present invention variably control engine torque reduc-
tion in consideration of a steering angle, thereby employing
maximum torque within a limit torque of the drive shaft.

The apparatus for protecting a drive shaft of a vehicle
according to the present invention includes torque calculation
logics, so that it can properly cope with a changed gear ratio
of a transmission without retesting, ROM management task
and task inefficiency caused by vehicle retesting can be mini-
mized.

In addition, the drive shaft can be downsized so that pro-
duction costs of the vehicle are reduced, fuel efficiency (mile-
age), acceleration performance, and steering performance
can be improved.

The foregoing descriptions of specific exemplary embodi-
ments of the present invention have been presented for pur-
poses of illustration and description. They are not intended to
be exhaustive or to limit the invention to the precise forms
disclosed, and obviously many modifications and variations
are possible in light of the above teachings. The exemplary
embodiments were chosen and described in order to explain
certain principles of the invention and their practical applica-
tion, to thereby enable others skilled in the art to make and
utilize various exemplary embodiments of the present inven-
tion, as well as various alternatives and modifications thereof.
Itis intended that the scope of the invention be defined by the
Claims appended hereto and their equivalents.

What is claimed is:

1. A drive shaft protection apparatus comprising:

a Revolutions Per Minute (RPM) detection device config-
ured to detect an RPM of an engine and of a turbine;

a gear-shifting detection device configured to detect a lever
position of a transmission;

a steering-angle detection device configured to detect a
steering angle;

an accelerator pedal position detection device configured
to detect a displacement of an accelerator pedal;

an engine-torque detection device configured to detect an
engine torque of a vehicle;

a loss-torque detection device configured to detect loss
torque of the vehicle; and

a controller configured to change a limit torque based on a
bending angle of a drive shaft upon receiving the steer-
ing angle, and variably perform engine torque reduction
control in a manner that torque applied to the drive shaft
does not exceed the limit torque in response to output
signals of the respective detection devices.

2. The drive shaft protection apparatus according to claim

1, wherein the controller, under a condition that an output
signal of the gear-shifting detection device indicates a drive
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(D)-gear position or a reverse (R)-gear position, is configured
to perform variable engine torque reduction control when the
RPM received from the RPM detection device, the steering
angle received from the steering-angle detection device, the
accelerator pedal position received from the accelerator pedal
position detection device, and the engine torque received
from the engine-torque detection device are higher than
respective reference values.

3. The drive shaft protection apparatus according to claim
1, wherein the controller is configured to detect a transmis-
sion gear ratio received from the gear-shifting detection
device and a final gear ratio (FGR).

4. The drive shaft protection apparatus according to claim
1, wherein the controller is configured to determine a torque
amplification rate by detecting the engine RPM and the tur-
bine RPM.

5. The drive shaft protection apparatus according to claim
1, wherein the controller is configured to perform the engine
torque reduction control in response to at least one detection
signal of a gear ratio, a final gear ratio (FGR), and a loss
torque.

6. A drive shaft protection method comprising:

detecting, by a controller, a Revolutions Per Minute (RPM)

of an engine and turbine;

detecting, by the controller, a lever position of a transmis-

sion;

detecting, by the controller, a steering angle;

detecting, by the controller, a displacement of an accelera-

tor pedal;

determining, by the controller, a limit torque based on a

bending angle of a drive shaft, as a variable value, in
consideration of the steering angle;

determining, by the controller, whether the engine torque is

higher than the limit torque by detecting an engine
torque of a vehicle;

detecting, by the controller, a loss torque of the vehicle; and

variably performing, by the controller, engine torque

reduction control in a manner that torque applied to the
drive shaft does not exceed the limit torque in response
to the respective detection signals.

7. The drive shaft protection method according to claim 6,
further comprising:

under a condition that the transmission is at a drive (D)-

gear position or a reverse (R)-gear position, performing,
by the controller, the engine torque reduction control
when the RPM, the steering angle, the accelerator pedal
position, and the engine torque are higher than respec-
tive reference values.

8. The drive shaft protection method according to claim 6,
wherein the detecting of the lever position of the transmission
includes:

detecting a gear ratio of the transmission and a final gear

ratio (FGR).

9. The drive shaft protection method according to claim 6,
wherein the detecting of the engine and the turbine RPM
includes:

determining a torque amplification rate by detecting the

engine RPM and the turbine RPM.

10. The drive shaft protection method according to claim 6,
wherein the performing of the engine torque reduction con-
trol includes:

variably performing the engine torque reduction control in

response to at least one detection signal of a gear ratio, a
final gear ratio (FGR), and a loss torque.
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